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Abstrak
 

Komposit sandwich merupakan komposit struktur yang diproduksi menjadi panel atau balok ringan yang

memiliki sifat kekakuan dan kekuatan yang tinggi. Penelitian ini bertujuan untuk membandingkan sifat

mekanik dan morfologi komposit sandwich kulit polyester berpenguat woven roving E glass dan inti

honeycomb polypropylene yang difabrikasikan dengan teknik VARI dan adhesif cold-press. Pengujian

mekanik yang dilakukan pada penelitian ini adalah uji lentur, uji tarik, dan uji tekan. Pengamatan morfologi

pada sebelum dan sesudah pengujian dilakukan dengan menggunakan kamera. Hasil penelitian ini

menunjukkan bahwa fabrikasi adhesif cold-press memiliki nilai kekuatan lentur, tarik, dan tekan yang lebih

unggul dibandingkan dengan metode VARI yaitu masing-masing sebesar (24,93 ± 0,21) MPa, (0,52 ± 0,02)

MPa, dan (1,95 ± 0,05) MPa. Setelah uji lentur, tarik, dan tekan, sampel mengalami kerusakan pada bagian

inti.

......Sandwich composites are structural composites that are manufactured into lightweight panels or beams

with high stiffness and strength properties. This study aimed to compare the mechanical properties and

morphological of polyester skin sandwich reinforced with woven roving E-glass reinforced polyester as

skins and a polypropylene honeycomb core fabricated by the VARI and cold-press adhesive techniques. The

mechanical tests which were flexural, tensile, and compressive tests were conducted. Morphological

observations before and after testing were carried out using a camera. The results of this study indicated that

the cold-press adhesive fabrication had superior flexural, tensile, and compressive strength values compared

to the ones of VARI method, namely (24,93 ± 0,21) MPa, (0,52 ± 0,02) MPa, and (1,95 ± 0,05) MPa

respectively. After bending, tensile, and compressive tests, all samples were failed in the core.
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